
iDSD'Diablo-X' versus other leading DACs
iDSD Diablo-X, maximum output power

Other   500mW

iDSD Diablo-X, maximum output voltage 19.2V

Other5.4V

4980mW

Ver1.1

Digital Inputs: 

Formats: 

DAC: 
Frequency Response:

 SNR: 
Balanced: 

UnBAL: 
Dynamic range: 

Balanced: 
UnBAL: 

THD + N: 
Balanced: 

UnBAL: 
Headphone Max Output power: 

Balanced: 

UnBAL: 

Fixed Audio Output: 
Power consumption: 

Turbo: 
Normal: 
xMEMS: 

Battery: 
Power System: 

Dimensions: 

Net Weight: 
Limited Warranty: 

SPECIFICATION:

USB 3.0 type 'A' (USB2.0 compatible) 
S-PDIF (3.5mm coaxial/optical) 
DSD 512 /22.6MHz 
PCM 768kHz 
MQA Full Decoder 
Bit-Perfect DSD & DXD DAC by Burr Brown 
10Hz-80kHz (-3dB) 

-120dB 
-114dB 

-120dB 
-114dB 

0.002% 
0.001% 

> 28Vpp (@xMEMS)
>19.2V/611 mW (@ 600 Ohm) 
>12.6V/4,980 mW (@ 32 Ohm) 
>9.6V/153 mW (@ 600 Ohm) 
>8.8V/2,417 mW (@ 32 Ohm) 
Balanced 4.4mm 

12W 
5W 
8W 
Lithium-polymer 4800mAh
Charging via USB-C (iFi iPower included), 
BC V1.2 compliant up to 1900mA charging current 
166 x 72 x 25 mm 
6.5" x 2.8" x 1.0" 
330 g (0.73 lbs) 
12 months* 

* 12 months typical or as permitted/required by local reseller laws. 
**Speci�cations are subject to change without notice. 

USB DAC Headamp 
MQA/Fully balanced 4.4mm output 

with xMEMS headphone support

Burr-Brown® chipset 
True Native DSD 

Bit-Perfect DXD/PCM 

Headamp Turbo® 
19.2V/4,100 mW to 

drive ANY headphone 
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Streaming 
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